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Schematic:

A REL 2016/08/31
VCC INUT RJ45 OUTPUT
RO O—F———
S 1c1e R Electrical Specifications @ 25C
| ﬁé L 50 1. Turns Ratio(@50KIlz, 0. 1V) :
e Joe [ L R ICT @ 10T +3%
2. INDUCTANCE (@100KHz, 100mV, 8mA DC Bias) :
teite . . . . :
J1-J2:J3-J6;J4-J5;J7-J8: 350ull Min
TD2+ R3 1 C3 TX2+
L, QHQ Lug _ne 3. Insertion Loss:
or. ra oo ] P . e o 1~100MHz: 1. 0dB Max
4. Return Loss(dB Min) :
1C:1C
1~30MHz:-16 30~60MHz:-14
TD3+ RS ] C4 TX3+
- e ! e ~ -
Tk : 60~80MHz:-10 ‘
TD3- R6 O T C5 TX3- 5. Crosstalk (dB Min) :
1~30MHz: —40 30~60MHz:—35
TD4+ R7 e » ] C7 TX4+ 60~80MHz : -30
HJ%% LU%UJ o] 6. Common Mode Rejection:
TD4- RS © o0 T C8 TXé- 1~100MHz : —35dB Min
leOOOpF,ZKV 7. Isolation Voltage: 1500Vrms

8. Operating Temperature Range: —40°C ~+85C.

GND R10 O——— 1
SHIELD

Emitting Color |» p(nm)| VF@IF=20mA | IR @VR=5V
GREEN 565 1.8~2.6V 10 u A max

YELLOW 585 1.8~2.6V 10 1 A max
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GREEN X:X +0.30 |APPD:  SAM ,
\\\\ YELLOW Q\ LINK-PP INT L TECHNOLOGY CO., LIMITED
11 X: XX +0.25 | CHKD:

13
RIGHT LED TITLE:  Surface Mount 1X1 Tab-Up Jack With
LEFT LED X: XXX +0.05 | DR:  SEA 10/100/1000 Magnetic
- o PART NO. :
ANGLES +1 UNIT:  mm 0 LPJG19661-8AGNL
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Mechanical :
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RECOMMENDED P.C.B LAYOUT
Tolerance: 20,05

REV. ECN NO. DESCRIPTION DATE APPD
A REL 2016/08/31
+—=2.10
21.60 _— g
— T
[op) - o
~
E] i 0.08 o
i e
— 1.20
13.30 4.85= )
—i =——0.70
10.05 S
1815 13.30
Left Side View Bottow Side View
NOTES:

1. Designed to support application, such as SOHO (ADSL
modems) , LAN—on—Motherboard (LOM) , hub and Switches
2. Meets IEEE 802.3 specification
3. Connector Materials:
Housing:Thermoplastic UL94V-0
Contact/Shield: Copper alloy
Shield plating: Nickel
Contact plating: Gold 30 micro—inches min. In contact
area.
4. For RoHS part add suffix NL

1

.Reflow soldering 260°C degC for 5~10 sec.

6. UL Certification: File Number E484635.
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